
Specification Sheet

Benefits

•	 IP67 protection against dust and moisture

•	 Energy saving (0,42W)

•	 Extreme long lifespan

•	 Minimal heat development

•	 UV resistant materials

•	 Easy, plug & play installation

•	 Extremely low recess depth (6,5mm)

Specifications subject to change without notice.

ColorEYE CS
Description

Driven by RGB lighting technology, the ColorEYE® Color Stop (CS) enables you 

to create any mood you like. By mixing the primary colours Red, Green and 

Blue, it is possible to create virtually any desired color.

A preprogrammed color-changing sequence will start running automatically 

as soon as the system is switched on. In addition, you can manually set the 

fixture at the desired color.

Features

Power Consumption 0,42W / 35mA

Rated Life 50.000 Hours

LEDs SMD (RGB LED)

Materials

Lens and Housing Polycarbonate

Metal Parts Stainless Steel (INOX 304)

Walkover Pressure Max. 150kg / 1500N

Surface Temperature

Front Max. 34°C

Back Max. 31°C

Operating Temperature -35°C to +65°C

Voltage 12V DC

Warranty 3 Years Limited

Standards
      

Environment IP67, indoor application only
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Repeat 1x to resume color changing mode.
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Repeat 1x to resume color changing mode.
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Program 1: Color Change

Program 2: Color Change / Color Stop
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ColorEYE CS

Dimensions - Multi Configuration

Dimensions - Chain Configuration

Specification Sheet

Item # Configuration Finish 

634.320.0U.222.09   3-Set Stainless Steel 

635.320.0U.222.09   5-Set Stainless Steel 

636.320.0U.222.09   8-Set Stainless Steel 

758.320.0U.222.09 20-Set Stainless Steel

680.320.0U.222.09 Multi, Single Unit Stainless Steel

Configuration Accessories
Built-In Driver 12V / 10W (A) AZ780001U

T-Splitter (D) AZ180001U

Extension Cable (E)

50cm 3240390U00202

100cm 3240400U00202

300cm 3240410U00202

600cm AZ150001U

End Stop (F) 3240310U00102

Built-up Ring 3240380U17502

Ceiling Clip 3240520U03302

230-240V12V

Etc.

7mm=>
Flooring
Thickness 

40mm

45mm (square 46mm)
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